
FITTING INSTRUCTIONS
TO BE FITTED BY A QUALIFIED TECHNICIANRSV 1000 R Factory 

& Nera 2004-2010. 
Tuono 2005-2010

Secondary Alternator Cover Part No. EC-RSV1000-2003-1-GBR  /   Secondary Clutch Cover Part No. EC-RSV1000-1998-2-GBR

THIS SHEET INCLUDES FITTING INSTRUCTIONS FOR THE FOLLOWING PARTS:

SECONDARY ALTERNATOR COVER 
PART NO. EC-RSV1000-2003-1-GBR

1 Remove the fairing. 

2 Loosen oil tank but DO NOT REMOVE (see Fig 3), remove bolts 1+2

3 Remove 4 existing bolts from the OE alternator cover (Fig 1)

4 Place the secondary alternator cover over the stock cover.

5  Assemble the 4 replacement M6 bolts in the correct positions and torque as shown. 

 DO NOT OVERTIGHTEN.

6 Replace the fairing.

SECONDARY CLUTCH COVER 
PART NO. EC-RSV1000-1998-2-GBR

Bolt 1
M6X50A2 - 11Nm
SPB-10

Bolt 4
M6X50A2  - 11Nm
SPB-10

Bolt 3
M6X50A2  - 11Nm
SPB-10

Bolt 2
M6X50A2  - 11Nm
SPB-10

Bolt 3

Bolt 4

Bolt 1 Bolt 2

1 Remove the fairing. 

2 Remove 4 existing bolts from the OE clutch cover (Fig 1)

3 Place the secondary clutch cover over the stock cover.

4  Assemble the 4 replacement M5 bolts in the correct positions and torque as shown. 

 DO NOT OVERTIGHTEN.

Bolt 3Bolt 4

Bolt 1 Bolt 2

Bolt 1
M5X.8x25  5Nm
SPB-15

Bolt 4
M5X.8x25  5Nm
SPB-15

Bolt 3
M5X.8x25  5Nm
SPB-15

Bolt 2
M5X.8x25  5Nm
SPB-15

ALSO FITS THIS MODEL 

PADDOCK STAND BOBBIN BA12-6-RSV4-GBR-SET

BRAKE LEVER GUARD  BLG-M18-S15-A160-GBR   (RSV1000 R 2004-2010)
CLUTCH LEVER GUARD  CLG-M18-S15-A160-GBR   (RSV1000 R 2004-2010)

BRAKE LEVER GUARD   BLG-M18-S10-A160-GBR   (TUONO 2005-2010)
CLUTCH LEVER GUARD   CLG-M18-S10-A160-GBR   (TUONO 2005-2010)

www.GBRacing.eu
DO NOT use these products unless you agree to our Terms & Conditions, as shown on our paperwork and website. If you do not agree, please return the product(s) to your dealer for a refund.
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